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2N IP Helios 3x2 button + keypad + cam. + display
(9137160CKDE)

Product Name: 2N IP Helios 3x2 button + keypad + cam. + display (9137160CKDE)

Manufacturer: 2N Telecommunications

Model Number: 9137160CKDU

2N IP Helios 3x2 button + keypad + cam. + display (9137160CKDU / 9137160CKDE)
The 2N Helios IP with display door phone is the latest development in  the 2N Helios series of
door communicators. It offers the same features  as 2N&reg; Helios IP, but due to its TFT colour
display it has more user  friendly and comfortable use.
2N IP Helios 9137160CKDU Advantages

• Easy installation
• Intuitive control
• Easy navigation in the menu
• Full duplex audio
• Picture of the called person
• Company logos/slideshow
• Indication of call status (engaged, calling)
• Customisable menu
• Remote administration

The Helios IP with display provides customers with a user-friendly    environment thanks to which
you can easily search out the right contact    and monitor the status of your call &ndash; whether
the line is engaged or    not. When looking through the list of participants you can even see    their
faces appear on the display. The entire communicator system and    its display control can be
easily tailored to your needs and all    settings and controls can be operated remotely thanks to
the Internet    connection.
Impress your visitors as soon as they arrive on your doorstep. The    2N&reg; Helios IP with
display offers you an attractive and moreover    toll-free advertising area. You can easily upload
your logo or slides of    products and present your business offer via the screen saver

2N IP Helios 9137160CKDU - Technical Specifications
Power supply

• 802.3af (PoE) 48 V / 380 mA DC or Adaptor 230 V10%, 50/60 Hz / 12V DC DC power supply 12
V / 1A DC

VoIP

• Signalization: SIP
• Number of voice channels: 2
• Audio Codecs: G.711 PCM, 64 kbps
• Video Codecs: H.264, 64 &ndash; 2048 kbit/s

Interfaces

• Ethernet: Connector Screw plug, Ethernet speed 10/100 BASE-T
• Reley outputs: Maximal voltage 30 V DC, Maximal current 1 A DC

Other

• Dimensions: 210x100x29 mm (h&times;w&times;d)
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• Weight: max. 500 g
• Operating temperatures: from &ndash;40 to +50 &ordm;C
• Cover level: IP 53

How Does 2N IP Helios with Display Work?

Price: £920.00
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