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ACTi ENR190 16-Channel 4-Bay Rackmount Standalone NVR

Product Name: ACTi ENR190 16-Channel 4-Bay Rackmount Standalone NVR

Manufacturer: -

Model Number: ENR-190

ACTi ENR190 16-Channel 4-Bay Rackmount Standalone NVR
ACTi ENR190 Key Features

• Product Type : Standalone NVR
• Maximum Number of Cameras : 16
• Free License : 16
• HDD Interface : Maximum 4 SATA disks
• External Storage Interface : USB
• Digital Zoom : Yes
• PTZ Control : Yes
• Remote Access : Web Client (IE), Mobile Client (iOS &amp; Android)

ACTi ENR190 - Technical Specifications
General

• Product Type Standalone NVR 
• Maximum Number of Cameras 16 
• Maximum Number of Clients 1 local, 2 remote 
• Free License 16 
• Video Resolution Up to 4-Megapixel (Local display), Up to 10-Megapixel (Remote display) 
• Compression H.264 
• Network Connector RJ-45 
• Power Source AC 110-240V 
• Bundled Accessories Power Adapter 
• Mount Type Rack Mount 
• Rack Space 1U 
• Scheduled Recording Yes 
• Event Recording	Yes 
• Manual Recording Yes 
• Speed Up Yes 
• Dual Stream Management Yes 
• Recording Throughput 48 Mbps 
• HDD Interface Maximum 4 SATA disks 
• External Storage Interface	USB 
• Display Layout Mode Local: 1, 2, 4, 9, 12, 16, 1+5, 1+7, 1+12, 2+4, 2+8
• Remote: 1, 2, 4, 9, 12, 16, 1+5, 1+7, 1+12, 2+4, 2+8 
• Digital Zoom Yes 
• Event Status Display event status upon alarm or upon connection loss or recovery between
server and client 
• Instant Playback Instant Playback in live view window (Remote client) 
• PTZ Control Yes 
• Playback Control Continuous forward and backward playback with speeds
0.5x/1x/2x/4x/8x/16x/32x; pause; stop 
• Synchronized Playback TBD 
• Local Access HDMI monitor, USB keyboard &amp; mouse 
• Remote Access Web Client (IE), Mobile Client (iOS &amp; Android) 
• Event Trigger Video motion detection; External device through digital input; Network loss and
recovery 
• Event Response Record video; Beep; Digital output; E-mail with snapshots; Event logging; Go to
PTZ preset point 
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ACTi ENR190 16-Channel 4-Bay Rackmount Standalone NVR

• Permission Control Unlimited number of users, Customizable permissions for user groups 
• Video Export USB 
• Server Operating System	Embedded Linux 
• Client PC Operating System Windows 8, Windows 7 
• PC Web Browser	IE 9, IE 10, IE 11 
• Unified Solution Fully compatible with ACTi cameras, encoders, central management system, TV
wall and intelligent video surveillance software 
• ONVIF Compliant	Yes 
• Dimension (W x H x D) 438.4 x 43.6 x 511.66 mm 
• Fan Yes 
• Operating Temperature 0&deg;C ~ 40&deg;C (32&deg;F ~ 104&deg;F) 
• Approvals CE, FCC, UL (for built-in power adapter) 
• Warranty 2 Years 
• Product Availability ACTi: 2015.04.17

Price: £693.50
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