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AVM Fritz!Box Fon

Product Name: AVM Fritz!Box Fon

Manufacturer: -

Model Number: -

Availability: Please note this product has now been discontinued.  Features at a glance 

•  VoIP PBX for telephony and web surfing over ADSL
• Use both conventional phone lines and Internet telephony simultaneously, with analog
telephones
• Powerful ADSL modem
• Built-in ADSL router to connect one or more computers to the the Internet
• Differential quality of service (QoS) for optimum voice and data communication
• Added Internet security with built-in firewall 
• Contains the powerful ADSL software package FRITZ!DSL 
• Connect more computers using a LAN switch or hub 

PBX for Internet telephony and conventional lines

•  Two fully configurable extensions
• Use PBX features for Internet phone calls too 
• Call routing for customized use of Internet and conventional telephony
• One phone book for both Internet telephony addresses and conventional phone numbers
• Speed dialing, blacklist, and more

Versatile connectivity options

•  Two extensions for analog phones, faxes and answering machines
• ADSL, ISDN and analog phone lines
• PC or notebook with a USB port, using the USB cable supplied (Windows, Linux, or Mac)
• Computer with an Ethernet port (10BASE-T/100BASE-TX) using the LAN cable supplied
• Network hub or switch (to connect additional computers) using the LAN cable supplied 
• Game console (Xbox, PS2) using the LAN cable supplied

SIP standard Internet telephony

•  Conforms to SIP (RFC 3261)
• Manages multiple SIP accounts (Internet phone addresses) 

Optimum performance

•  Bandwidth management for optimum quality of service (QoS)
• IP traffic shaping permits simultaneous uploads and downloads at full ADSL speed--for power
websurfing during eDonkey file sharing, for example for the Fritz!Box Fon Ensures intelligent
distribution of the ADSL bandwidth among all applications
• Easy to use for all common ADSL bandwidth configurations

Internet security with FRITZ!DSL and in ADSL router operation

•  IP masquerading/Network Address Translation
• Packet firewall with stateful inspection
• Secure port forwarding for local servers

System requirements
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AVM Fritz!Box Fon

•  ADSL line:
• Standard: ITU G.992.1 Annex A and Annex B LAN port (standard Ethernet,
10BASE-T/100BASE-TX):PC, notebook, Mac, game console, or other Ethernet device
• Switch or hub to connect more PCs or networks 
• USB port:PC or notebook with a USB interface (USB version 1.1 or 2.0)
• Operating system: Windows XP, 2000, Me or 98; Linux (SuSE 9.0 or later); Mac OS X (10.3.3 or
later) 

Package contents

•  VoIP PBX system with integrated ADSL router for multiple computers
• 4 m ADSL cable to connect to splitter; RJ45 plug4 m combined ISDN/analog telephone cable
• 1.5 m LAN cable
• 1.5 m USB cable 
• RJ45-RJ11 adapter to connect to analog phone line
• RJ45-RJ11 adapter to connect to DSL line
• External power supply
• CD-ROM with installation and application software, and user manual
• Printed installation manual

Service

•  Warranty: 5 years
• Free AVM support by phone and e-mail 
• Free software updates over the Internet

Please Enquire

Options available for AVM Fritz!Box Fon :

AVM WLAN USB Stick
One Fritz WLAN USB Stick (+£26.85), - Not Required -.
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