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AVer ED5000 5M Fisheye IP Camera

Product Name: AVer ED5000 5M Fisheye IP Camera

Manufacturer: AVer

Model Number: ED5000

AVer ED5000 5M Fisheye IP Camera
The AVer ED5000 5M Fisheye IP Camera can capture streaming images at high definition
resolutions of up to 1944 x 1944. The camera supports different display modes including
overview, panoramic mode, dual-panoramic, quad as well as dual and panoramic and is ideal for
any size retail environment. The Fisheye lens allows for 180&deg; panoramic view or 360&deg;
surround view without any blind spots. Additionally, the ED5000 utilizes eight advanced IVA
features including, Missing and Suspicious object detection and Cross Line detection.
AVer ED5000 Key Features

• sensor	1/2.5&rdquo; CMOS sensor
• min. illumination Color : 0.5 Lux
• built-in IR LEDs No
• IR distance N/A
• built-in mechanical ICR	No
• lens type Fixed lens
• F/no F2.8
• focal length f = 1.05 mm
• angle of view 180&deg;

AVer ED5000 - Technical Specifications
Application Environment

• indoor / outdoor indoor
• weatherproof No
• vandal-proof No

network

• protocol TCP/IP (IPv4/IPv6), HTTP, HTTPS, UPnP, SMTP, FTP, DHCP, NTP, DDNS, PPPoE,
Samba, QoS, SNMP
• Ethernet 10/100 Base-T with RJ45 connector
• ONVIF V2.X (Profile S), comformance test V12.06
• security Password protection, IP address filtering, HTTPS encrypted data transmission,
QoS/DSCP
• users up to 10 users simultaneously

event

• profiles 32 sets
• trigger	Alarm Interval, Motion Detection Region, Tampering Detection, Cross Line Detection,
Suspicious Object Detection, Digital Input, SD Card, Network
• action	Trigger: Digital Output, Alarm Audio
• Send out video clip: FTP, NAS, SD card
• Send out snapshot / log: FTP, NAS, SD card, mail

video

• Compression H.264/MPEG-4/MJPEG
• Max. resolution	1944 x 1944
• Frame rate 1944 x1944 @ 15fps
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AVer ED5000 5M Fisheye IP Camera

• 1920 x 1080 @ 30fps
• H.264/MPEG-4 bit rate mode VBR, 5 levels CBR, 64/128/512/768Kbps &amp;
1/2/3/4/6/8/10/12Mbps
• MJPEG quality 5 levels
• Regional of Interest yes
• Smart Stream yes, 5 windows
• Image orientation mirror, flip
• Motion Detection zones 4
• Privacy mask areas 4
• BLC yes
• D-WDR yes
• De-noise 2D/3D
• ePTZ yes
• Display mode Wall mode/Normal Ceiling/Quad Ceiling
• De-warp mode Overview
• Panoramic
• Dual Panoramic
• Quad
• Dual + Panoramic

audio

• Encoder	G.711 (&mu;-law)/G.726 (bit rate 16K~64bps) /AAC audio compression
• Streaming 2-ways audio
• Microphone Build-in MIC

interface

• Digital input/output 1/1
• BNC Video output N/A
• Built-in storage option	Micro SDHC &amp; SDXC card (64GB max.)
• External micophone input N/A
• Built-in micophone yes
• External Audio output yes

general

• power supply DC 12V/POE
• DC power consumption TBD
• PoE Yes
• PoE power consumption TBD
• dimensions &Oslash;: 155mm x 50 mm
• net weight 500g
• temperature and humidity Operating: 0&deg;C ~ 40&deg;C 90%RH
• Storage: -20&deg;C ~ 60&deg;C 85%RH

software

• OS Windows&reg; XP / 7 / 8
• browser	Microsoft IE 8.0 or above
• NXU Lite SW supported languages (UI) English / Arabic / Bulgarian / Czech / Danish / Dutch /
Finnish / French / German / Greek / Hebrew / Hungarian / Italian / Japanese / Norwegian / Polish /
Portuguese / Romanian / Russian / Simplified Chinese / Slovak / Spanish / Swedish / Thai /
Traditional Chinese / Turkish
• Camera Web GUI supported languages	English / French / German / Italian / Japanese / Polish /
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AVer ED5000 5M Fisheye IP Camera

Portuguese / Russian / Spanish / Traditional Chinese firmware remote upgrade	yes (via HTTP)
• VMS software NXU Lite (free up to 32CH)

Price: £597.00
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