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ClearOne Chatattach 170 IP Speakerphone

Product Name: ClearOne Chatattach 170 IP Speakerphone

Manufacturer: ClearOne

Model Number: CC-910-156-250-00

ClearOne Chatattach 170 IP Speakerphone
Lync conference calls are no longer limited to small tables. The CHATAttach 170 facilitates USB
conferencing for medium and large conference rooms.
Lync conference calls are no longer limited to small tables. The CHATAttach 170 facilitates USB
conferencing for medium and large conference rooms. The CHATAttach conferencing system,
which includes two CHAT 170s, enables even distribution of microphones and loudspeakers as
well as centralized access to mute and volume controls. No matter where participants are seated,
conversations are natural and effortless. A professional audio solution for Lync conference calls
located in medium and large sized conference rooms. The CHATAttach 170 includes:

• 2 CHAT 170 pods
• 2 USB Cables (only 1 is needed)
• CHATAttach Expansion Kit                            

• Attach Cable (10ft)
• Power Adapter
• Attach Quick Start Guide 

The CHATAttach 170 was created by ClearOne to fill the need for a hands-free speakerphone for
small groups or individuals using Microsoft's unified communications platform, Lync. The
CHATAttach 170 is a completely full-duplex speakerphone that delivers superior hands-free audio
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for Lync and eliminates the need for large, expensive tabletop conference phones in offices and
conference rooms. Providing true plug-and-play operation, the CHATAttach 170 requires no
drivers to be installed; just plug it into a USB port and all incoming Lync calls ring on the
CHATAttach 170. CHATAttach 170 AdvantagesThe CHATAttach 170 has 3 microphone elements
and a large loudspeaker for a full 360&deg; pickup and the ability to easily manage from 1 to 6 call
participants. The CHATAttach 170 also contains the advanced audio signal processing
technologies that were developed for ClearOne's market-leading professional audio conferencing
products. These technologies deliver crystal-clear audio to participants on both ends of the call,
and include:

• Full-duplex audio performance allows users to listen and speak at the same time without audio
cutting in and out
• Distributed Echo Cancellation&reg; identifies and eliminates acoustic echo
• Noise cancellation samples the ambient room noise and cancels it out for more natural sounding
conversations
• First microphone priority intelligently changes microphone levels depending on who is doing the
talking
• Automatic gain and level controls adjust microphone and speaker levels automatically

ClearOne Chatattach 170 IP Speakerphone Technical Specifications
System requirements

• Windows Xp, Windows vista or Windows 7

Connections

• USB:    

• Version 2.0 compatible
• type: Mini&#8209;B Female

•  Keyed Connector:    

• Keyed rJ&#8209;45 (8&#8209;conductor)

Controls

• Volume up
• Volume down
• Microphone Mute

Audio

• Speaker                       

• Bandwidth: 190 Hz &#8209; 20 kHz
• Max output level: 85 dB spl @ 1 foot (0.30 meter)

• Microphone                      

• Bandwidth: 50 Hz &#8209; 7.75 kHz

www.voipon.co.uk | op@voipon.co.uk | Page 2/4



Vo
IP

Vn
 h

ttp
://

vo
ip.

co
m

.vn

Created on: Saturday 28 November, 2015 

ClearOne Chatattach 170 IP Speakerphone

Environmental

• Operating Temperature: 41 &#8209; 104&deg; F (5 &#8209; 40&deg; c)

Processing

• Full Duplex
• Distributed echo cancellation (D.e.c.)&reg;
• noise cancellation (nc)
• automatic level control (alc)
• First Mic priority

Power

• USB:                  

• 5 vDc @ 500 ma Maximum

• External:                    

•  input: 100 &#8209; 240 vac
• output: 9 vDc @ 560 ma
• tip: power
• ring: Ground

Mechanical

• Dimensions (W x D x H): 7.4&rdquo; x 7.4&rdquo; x 1.8&rdquo; (18.8 cm x 18.8 cm x 4.6 cm)
• Weight: 1.17lbs (0.53kg)

Compliance

• RoHs
• REACH
• FCC Class A part 15
• ICES&#8209;003
• CE Listed
• UL Listed

Model Numbers

• 910-156-250 CHAT 170- single cHat 170 and connecting cable
• 910-156-250-00 CHATAttach 170 - two (2) cHat 170 Devices, connecting cables and power
supply

Accessory Part Numbers

• 910-156-225 CHATAttach expansion Kit - Includes cables, power supply and Quick start Guide
to update two (2) cHat 170 Devices to cHatattach
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Price: £823.10
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