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VXI Envoy UC 3010U Headset (Monaural)

Product Name: VXI Envoy UC 3010U Headset (Monaural)

Manufacturer: VXI Corporation

Model Number: 203352

VXI Envoy UC 3010U Headset (Monaural)
With all the communication options in your office arsenal&mdash;from VoIP to video conferencing
to speech recognition&mdash;voice quality is more important than ever. So VXi designed the
Envoy&trade; UC to give you best-in-class sound quality across the spectrum of communication
possibilities. With the VXi Envoy UC, you can make the most of every interaction, no matter the
medium. .
VXI Envoy UC Key Features

• USB interface for plug-and-play ease of use.
• Hi-Fi audio with DSP for clearer conversations and audiophile-quality sound.
• Advanced noise canceling eliminates background noise and improves communication.
• Works with popular UC and softphone applications
• Lightweight, comfortable design is easy to wear, all day.
• Real-world durability stands up to every-day use.
• Inline control of volume, mute and call answer/end.*

VXI Envoy UC  Technical Specifications
Benefits

• Be heard clearly with the industry&rsquo;s best noise canceling&mdash;guaranteed.
• Enjoy the full benefit of any telecommunications application.
• Get better results with voice recognition software.
• Just plug in the USB connection and you&rsquo;re good to go.
• Control volume, and answer, end or mute calls with inline controls.
• Wear all day in complete comfort.
• Choose your model: stereo (two speakers) or monaural (one speaker).
• The Envoy&trade; UC is currently available in two models: Envoy&trade; UC
• 3031U Stereo UC Headset and Envoy&trade; UC 3010U Monaural UC Headset.

Receiver Specifications

• Speaker: 36.0 mm wideband
• SPL:  110 &plusmn; 3 dB at 1 mW (0.178 V) with IEC-318
• Impedance:  32 O &plusmn; (15%) at 1 KHz, 0.178 V
• Frequency Response:20 Hz &ndash; 20 KHz

Agency Approvals
CE, FCC, RoHS
Microphone Specifications

• Microphone: 6.0 mm bi-directional noise cancelling
• Ambient Noise Suppression: 95%
• Frequency Response: 200 Hz &ndash; 8 KHzA

Packaging Specifications

• Package Dimensions: L-8.25&rdquo; x W-6&rdquo; x H-2.125&rdquo;
• Package Weight (Stereo): 8.35 oz.
• Package Weight (Mono): 7.42 oz.
• Pair with VXi Connect Software to enable Call End/Answer and Mute
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VXI Envoy UC 3010U Headset (Monaural)

• Reporting with many popular Unified Communications applications.
• Two-year, hassle-free warranty.

Price: £46.80
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