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VXi CC Pro 4021V DC (Binaural), Bulk (203514)

Product Name: VXi CC Pro 4021V DC (Binaural), Bulk (203514)

Manufacturer: VXI Corporation

Model Number: 203514

VXi CC Pro 4021V DC (Binaural), Bulk (203514)
Everything about the VXi CC Pro&trade; headset tells you it&rsquo;s a step up. Vastly superior
noisecanceling cuts nearly 90% of background noise, to ensure you are heard clearly. Wideband
audio makes it easy to understand every word. And genuine lightweight comfort makes CC Pro
easy to wear, all day. In fact, about the only thing that&rsquo;s not a step up is the price. With CC
Pro, you get the best of everything&mdash;including value.
VXi CC Pro 4021V DC (Binaural), Bulk (203514) Key Features

• Advanced noise canceling improves communication by cutting nearly 90% of background noise.
• Wideband audio for natural, easy-to-understand sound.
• UC-ready to fit right into your Unified Communications strategy.
• Flexible microphone boom stays where you put it for optimal sound quality.
• Real-world durability and comfort.
• Compatible with VXi, Plantronics&reg; or GN Netcom&reg;/Jabra&reg; amplifiers and
direct-connect cords.
• Two-year warranty.

VXi CC Pro 4021V DC (Binaural), Bulk (203514) - Technical Specifications
Benefits

• Be heard clearly with the industry&rsquo;s best noise canceling&mdash;guaranteed.
• Enjoy clear conversations with wideband audio.
• Wear comfortably, all day.
• V, P or G-style models preserve your equipment investment.
• Available in binaural (2 speakers) and monaural (1 speaker).

Warranty Specifications

• Two-year warranty

Mechanical Specifications

• Headset Weight
• 2.40 oz. (Mono)
• 3.49 oz. (Binaural)

Microphone Boom

• Flexible, snap-lock microphone boom
• Headband
• 11" (expandable to 13")

Receiver Specifications

• SPL
• 118 dB &plusmn;3 dB @ 1 mW
• Impedance
• 310 O &plusmn; 15% at 1 KHz
• Frequency Response
• 100 Hz to 6.8 KHz
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VXi CC Pro 4021V DC (Binaural), Bulk (203514)

Microphone Specifications

• Microphone
• 6.0 mm bi-directional noise canceling
• Frequency Response
• 150 Hz to 6.8 KHz
• Ambient Noise Suppression
• 89%

Packaging Specifications

• Package Dimensions
• Bulk: 6" L x 6" W x 1" H
• Package Weight
• CC Pro 4010, Bulk: 3.02 oz.
• CC Pro 4021, Bulk: 3.82 oz.
• Agency Approvals
• FCC, CE, WEEE, C-tick

Price: £67.70
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